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= 3 ‘ _ N X S OPTIMUM MF 900-60 WHE 1S C
m i | n < 0
NJ c ! Dimensions (mm)
S g ~— 904 N § -1 C U\TW S - combustion opening WxH: 904 x 602
A ~ A -1 = m 155 224 224 224 - external WxDxH 084 x 487 x 1243
| ~— N O - fresh air intoke 1 x @150
c | % N Q 2776 0 >I=I g | - flue gos outlet: 2180 (2150)
> § /\ N /\ . I~ . A Technical Data
= i ! [ - ecolabel A+
O — 1. AP AN \{}/ \E}/ \@ / - capact 12.9kW
0& (@) L 11 [ — |_ N T 1 ﬁ S f < - eff?o\enzy 82.6%
TR ] L] / :| \ N [ [ 1 . . [ \ ‘ - GO (volume with 13%02): 0.05%
L1 T N QO ﬂ- - dust (volume with 13%02): 22mg/Nm3
S - weight 180kg
- convection air inlet: min.350cm?2 (2 x @150)
58 866 58 497 - convection ar outlet: min.350cm2 (2 x ©150)
465 70
82 402 Fresh air inlet 1 x @150
17 Connection on back or
17 Connection on boftom
856
/15 Flue gas outlet 2180
497 With reducer a Hue |
260 gas tube of @150 Is possible
28 &0
¢
T < L]
N 4 /ﬂ;
D8
\ // \ - First aid and technical support:
</>Q 75 0 - support@metalfire.eu
®\ o - +32 9 261 51 90
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Y [nsulation

WITHOUT FINISHING FRAME

%
-

Convection air

Convection air ouflet

OF IIMUM

Convection

(hoitne

Technical Document

Optimum MF 900-60 WHE 1S C

Prescribed insulation thickness (mm) to

Combustable finishing material

Nnlet

Metalfire recommended A = 50mm
SILCA T 300
(TC = 0,09 W/mK) B = 25mm
Non-combustable finishing material
non-combustable —
materials A = Omm
EXELUOD 00, 1o bauring vl B = Omm
TC = thermal conductivity NC = non-combustable
First aid and technical support:
- suppori@metalfire.eu
- +32 9 261 51 90
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Convection air outlet

]
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Optimum MF 900-60 WHE 1S C

Prescribed insulation thickness (mm) to

Combustable finishing material

Metalfire recommended

SILCA T 300 A = 50mm

(TC = 0,09 W/mK)

Non-combustable finishing material

non-combustable

materials A _ Omm

structural building items
EXCLUDED eg. load bearing walls

TC = thermal conductivity NC = non-combustable

First aid and technical support:

L7 Combustible finish material

Convection air

Nnlef

- support@metalfire.eu

- +32 9 261 51 90
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